
REFERENCE IERDER

DESCRIPTION

FEATURES
Materials ♦ Natural MDF (brown)

♦ Damp-proof mass tinted MDF (blue,red,yellow,orange,green,grey,black,brown)
♦ Phenolic resin with dark core  (for outside applications)

Thickness (mm) ♦ 12 / 16 / 19 mm (MDF)
♦ 6 / 10 mm (phenolic resin)
The thickness is determined according to panel surface and photo resolution

Image resolution ♦ High: minimum sight distance = 2 m.
♦ Medium: sight distance from 2 to 4 m.
♦ Low: sight distance from 4 m on.

Path between grooves / ♦ 3,5 / 1,5 mm for high resolution
depth of machining (mm) ♦ 7 / 3 mm for medium resolution

♦ 12 / 5 mm for low resoltuion
Fireproofing ♦ D - s2, d0 (MDF)

according to EN 13501-1 ♦ D - s2, d0 / C - s1, d0 (phenolic resin) [1]

Density (kg/m2) ♦ 9,0 (12mm) / 12,0 (16mm) / 14,3 (19mm) [MDF]
(2) ♦ 8,1 (6mm) / 13,5 (10mm) [phenolic resin]

Sizes ♦ Max. Dimension 2400x1200mm (MDF)
(3) ♦ Max. dimensions 2600x1500mm (phenolic resin)

For other dimensions and materials, contact with DECUSTIK

Layer ♦ Melamine (MDF) [4]
♦ White lacquered / colour (5) - according to RAL colour chart (MDF)
♦ High pressure laminate - HPL (phenolic resin) [4]

Finishing ♦ Ecru (inner area of dots)
♦ Satin varnish (all surface)

Edge machining ♦ Viewed
♦ Grooving
♦ Dovetailing

APPLICATIONS ♦ Decorative spot
♦ Wall covering
♦ Furniture accessories

ACCESSORIES FOR ASSEMBLY
Edge profiles ♦ Edge of same colour as the layer

♦ Aluminium profiles
♦ Wood edge profiles, corners and ends

Fixing system ♦ Wall covering: standard system according to edge machining 
• viewed
• grooving
• dovetailing

NOTES
(1) Depending on thickness of material
(2) Values corresponding to indicated thickness without additional elements nor attachments
(3) Dimensions per panel. A wall paneling is made by multiple panels.
(4) Available colours according to HPL manufacturer chart
(5) Matt, satin or glossy finishing
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